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COATING THICKNESS GAUGES
 
Coating Thickness Gauges are typically used as a means of quality control during after paint application. Generally, the wet film thickness gauge is used by a painter to check if the paint applied has met the requirements of the project. The Dry Film Thickness gauge is than used after the paint has dried by the Quality Control personnel to verify and report that the paint application has met the project requirements.
 
Topfields Borneo Sdn. Bhd. manufactures Dry & Wet Film Thickness Gauges.
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TOPGAUGE DFT 219
Dry Film Thickness Gauge
TOPFIELDS BORNEO SDN. BHD. provides a portable dry film thickness gauge that is capable of measuring coating thickness quickly, precisely and suitable for both laboratory and fields engineering environment




Product Data - TOPGAUGE DFT 219







3rd Party Calibration Cert



Buy Calibrated

Buy Non-calibrated
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TOPGAUGE WFT 918
Wet Film Thickness Gauges
TOPFIELDS BORNEO SDN. BHD. provides a portable Wet film thickness gauges that is capable of measuring wet coating thickness quickly, precisely and suitable for both laboratory and fields engineering environment




Product Data - TOPGAUGE WFT 918







3rd Party Calibration Cert



Buy Calibrated

Buy Non-calibrated




	Name  	
	E-mail  	
	Company Name  	
	Delivery Point  	
	Which Product Do you require?  	DRY FILM THICKNESS GAUGE
WET FILM THICKNESS GAUGE


	Message  	
	Send RFQ









						
						



	
HEADQUARTERS:
 
30Lot 15231 BLK 32 Kemena Land District, Jayhub Industrial Estate, Jalan Tun Hussein Onn, 97000, Bintulu, Sarawak
 




OFFICE NO. : +6 086-317 248




©2019 by Topfields Borneo Sdn. Bhd.





Business Hours
Mon:8:00 AM – 5:00 PM
Tue:8:00 AM – 5:00 PM
Wed:8:00 AM – 5:00 PM
Thu:8:00 AM – 5:00 PM
Fri:8:00 AM – 5:00 PM
Sat:8:00 AM – 5:00 PM
Sun:Closed

































